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Overview  

 

Huawei CR5DLPUF517E NetEngine40E Series Universal Service Routers Flexible Card Line Processing Unit (LPUF-51,2 sub-slots) E. 

Quick Specification 

Model CR5DLPUF517E 

Part Number 03055189 

Dimensions without packaging (H x W x D) [mm(in.)] 40.1 mm x 399.2 mm x 535.6 mm (1.58 in. x 15.72 in. x 21.09 in.) 

Typical power consumption [W] 180 W 

Typical heat dissipation [BTU/hour] 584 BTU/hour 

 

Product Details: 

Huawei CR5DLPUF517E 

CR5DLPUF517E Flexible Card Line Processing Unit(LPUF-51,2 sub-slots) E on Huawei NE40E. 

Supports packet forwarding at the line speed of 50 Gbit/s.  

CR5DLPUF517E is flexible processing board applied to Huawei NE40E, supports packet forwarding at the line speed of 50 Gbit/s.  

CR5DLPUF517E comes with original box, if purchase together with router, it will be will inserted into the router by default when delivery, to economical volume weight. 

 

http://www.hi-network.com
http://www.hi-network.com
https://www.thunder-link.com/ne40e-x8.html
https://www.thunder-link.com/ne40e.html
http://www.hi-network.com/huawei-netengine-routers-cr5dlpuf517e-03055189.html
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The Front Panel:  

 
 

 

Get more information: 

Do you have any question about the CR5DLPUF517E 03055189?  

Contact us now via e-mail: info@hi-network.com  

Specific Data Sheet: 

Part Number 03055189 

Model CR5DLPUF517E 

Description Flexible Card Line Processing Unit(LPUF-51,2 sub-slots) E 

Basic function Supports 50G line-rate processing and provides low-cost and customized solutions. 

Reliability and availability Hot swappable. 

Breakout supported No 

Interface rate auto-sensing supported No 

Dimensions without packaging (H x W x D) 

[mm(in.)] 
40.1 mm x 399.2 mm x 535.6 mm (1.58 in. x 15.72 in. x 21.09 in. 

Weight without packaging [kg(lb)] 7.2 kg (15.87 lb) 

Typical power consumption [W] 180 W 

Typical heat dissipation [BTU/hour] 584 BTU/hour 

Long-term operating temperature [°C(°F)] 0°C to 45°C (32°F to 113°F) 

Short-term operating temperature [°C(°F)] -5°C to 55°C (23°F to 131°F) 

http://www.hi-network.com
http://www.hi-network.com
mailto:info@hi-network.com
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Want to Buy 

 

 

 

 

    

 

Learn More about Hi-Network   Search our Resource Library   Follow us on LinkedIn   Contact for Sales or Support 

 

Contact HI-NETWORK.COM For Global Fast Shipping 

 

HongKong Office Tel: +00852-66181601 

HangZhou Office Tel: +0086-571-86729517 

Email: info@hi-network.com 

Skype: echo.hinetwork 

WhatsApp Business: +8618057156223 

http://www.hi-network.com
http://www.hi-network.com
http://www.hi-network.com/about-us.html
http://www.hi-network.com/support
https://www.linkedin.com/karpos/api/karposInfraEnterpriseAccessCookie/company/hailian-technologies-co-ltd/
http://www.hi-network.com/contact.html
mailto:info@hi-network.com
http://www.hi-network.com/huawei-netengine-routers-cr5dlpuf517e-03055189.html
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