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Overview 

 

Cisco PWR-C5-1KWAC is designed for the Cisco Catalyst 9200 series. 

Quick Specification 

Table 1 shows the Quick Specification. 

SKU PWR-C5-1KWAC 

Power Type AC 

Power Supply Compatibility Network hardware 

Voltage Provided 54 volt 

Voltage Required AC 100-240 volt 

Power Provided 1000 watt 

Max Electric Current 16.5 ampere 

Figure 1 shows the appearance of PWR-C5-1KWAC. 
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Product Details 

Supported Switches 

Table 2 shows the supported switches. 

Related Switches Short Description 

C9200L-24T-4X-E 

C9200L-24T-4X-A 

C9200L-24T-4G-E 

Cisco Catalyst 9200L 24 port data only switch 

C9200L-24P-4X-E 

C9200L-24P-4G-E 

C9200L-24P-4G-A 

Cisco Catalyst 9200L 24 port PoE+ switch 

C9200L-48T-4X-E 

C9200L-48T-4X-A 

C9200L-48T-4G-E 

Cisco Catalyst 9200L 48 port data only switch 

C9200L-48P-4X-E 

C9200L-48P-4X-A 

C9200L-48P-4G-E 

Cisco Catalyst 9200L 48 port PoE+ switch 

C9200-24T-A Catalyst 9200 24-port Data Switch, Network Advantage, need to order DNA License 

C9200-24T-E Catalyst 9200 24-port Data Switch, Network Essentials, need to order DNA License 

C9200-48T-A Catalyst 9200 48-port Data Switch, Network Advantage, need to order DNA License 

C9200-48T-E Catalyst 9200 48-port Data Switch, Network Essentials, need to order DNA License 

Compare to Similar Items 

Table 3 shows the comparison. 

Product Name PWR-C5-1KWAC C9400-PWR-3200AC 

Compatibility Cisco Catalyst 9200 Series Switches Cisco Catalyst 9400 Series Switches 

Voltage Required AC 100-240 V AC 100-240 V 

Power Provided 1000 watt 3200 Watt 

Max Electric Current 16.5 A 16 A 

Form Factor Plug-in module Plug-in module 

Power Type AC AC 

https://www.hi-network.com/
https://www.hi-network.com/sealed-new-c9200l-24t-4x-e-cisco-24-ports-dna-license-4-10ge-sfp-switches.html
https://www.hi-network.com/sealed-new-c9200l-24t-4x-a-cisco-24-ports-dna-included-switches.html
https://www.hi-network.com/c9200l-24t-4g-e-cisco-24-ports-4x1g-uplink-switch-network-essentials.html
https://www.hi-network.com/c9200l-24p-4x-e-cisco-24-ports-poe-4x10g-uplink-switch.html
https://www.hi-network.com/c9200l-24p-4g-e-cisco-24-ports-poe-4x1g-uplink-switch.html
https://www.hi-network.com/c9200l-24p-4g-a-cisco-24-ports-poe-4x1g-uplink-switch.html
https://www.hi-network.com/c9200l-48t-4x-e-cisco-48-ports-data-4x10g-uplink-switch.html
https://www.hi-network.com/c9200l-48t-4x-a-cisco-48-ports-data-4x10g-uplink-switch.html
https://www.hi-network.com/c9200l-48t-4g-e-cisco-48-ports-4x1g-uplink-switch-network-essentials.html
https://www.hi-network.com/c9200l-48p-4x-e-cisco-48-ports-poe-4x10g-uplink-switch.html
https://www.hi-network.com/c9200l-48p-4x-a-cisco-48-ports-poe-4x10g-uplink-switch-network-advantage.html
https://www.hi-network.com/c9200l-48p-4g-e-cisco-48-ports-poe-4x1g-uplink-switch-network-essentials.html
https://www.hi-network.com/sealed-new-c9200-24t-a-cisco-24-data-managed-switches-in-stock.html
https://www.hi-network.com/sealed-new-c9200-24t-e-cisco-24-data-managed-switches-in-stock.html
https://www.hi-network.com/c9200-48t-a-cisco-48-data-ports-network-advantage-switches.html
https://www.hi-network.com/c9200-48t-e-cisco-48-data-ports-network-essentials-switches.html
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Get More Information 

Do you have any question about the PWR-C5-1KWAC? 

Contact us now via info@hi-network.com. 

Specification 

 

PWR-C5-1KWAC Specification 

Power Device 

Form Factor Plug-in module 

Power Supply Compatibility Network hardware 

Voltage Provided 54 volt 

Power Provided 1000 watt 

Max Electric Current 16.5 ampere 

Frequency Required 50 - 60 hertz 

Input Connector Type Power IEC 60320 C14 

Physical Characteristics 

Height 1.6" 

Width 4" 

Depth 7.6" 

Environmental Parameters 

Min Operating Temperature 23-degree Fahrenheit 

Max Operating Temperature 113-degree Fahrenheit 

Humidity Range Operating 5 - 90% (non-condensing) 

Want to Buy 

 

 

 

    

 

Learn More about Hi-Network   Search our Resource Library   Follow us on LinkedIn   Contact for Sales or Support 

https://www.hi-network.com/
mailto:info@hi-network.com
https://www.hi-network.com/about-us.html
https://www.hi-network.com/support
https://www.linkedin.com/karpos/api/karposInfraEnterpriseAccessCookie/company/hailian-technologies-co-ltd/
https://www.hi-network.com/contact.html
https://www.hi-network.com/pwr-c5-1kwac-cisco-redundant-power-supply-1000w-for-cisco-catalyst-9200-series-switches.html


PWR-C5-1KWAC Datasheet 

Copyright © 2022 Hi-Network.com | HAILIAN TECHNOLOGY CO., LIMITED | All Rights Reserved. 

 

 

Contact HI-NETWORK.COM For Global Fast Shipping 

 

HongKong Office Tel: +00852-66181601 

HangZhou Office Tel: +0086-571-86729517 

Email: info@hi-network.com 

Skype: echo.hinetwork 

WhatsApp Business: +8618057156223 
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